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ABOUT
YIEH CORP.

DIVERSE
PRODUCTS

Yieh Corp., established in 1997, is the world's leading steel company specializing in supplying all 
kinds of metallic steel products. Yieh Corp.’s headquarters is situated in Kaohsiung, Taiwan, and 
the branch companies are located in Shanghai, China,
and North America.

WORLD'S LEADING

In alignment with global sustainability trends, Yieh Corp. 
has started adopting low-carbon practices across its

Additionally, we work closely with clients on human 
rights and environmental due diligence, supplying the 
necessary documentation to guarantee responsible and 
ethical sourcing throughout the supply chain. Our focus 
on environmental management and social responsibility 
underscores our steadfast commitment to the social 
impact of our business partners.

GLOBAL SUSTAINABILITY

We are committed to providing global customers with comprehensive solutions for diverse 
steel products, such as

Providing comprehensive value for your products

Towards Environmental 
Protection and 

Low-Carbon Initiatives

Providing Best Value 
Products & Services

Integrating Various 
Product Resources

Delivering Products 
Efficiently

Export 
Transportation 

Processes

Steel 
Product 
Range 

Alloy Steel

Carbon Steel

Aluminum 

Pre-Painted Steel

Galvanized Steel

Stainless Steel

COIL PLATE

SHEET STRIP

WIRE ROD BAR

OTHERS WELDED & SEAMLESS PIPE/TUBE

Our products are sold to more than

150
Countries

Serving over

10,000
Clients across various industries,  including

Engineering
Automotive

Petrochemical
Home Appliances

Aerospace

CO2

Yieh Corp. belongs to E United Group, which is the largest 
privately owned steel producer in Taiwan. Our group has

four business units, including the 

Nowadays, Yieh Corp. plays an important role as a global steel 
marketing representative of the E United Group’s steel 

manufacturing industry. We have successfully developed into 
a well-known international enterprise.

We’ll constantly improve our service and management in 
order to provide the best steel products and services while 

creating the most value for our present and future customers.

Steel Manufacturing Industry
Estates & EntertainmentHealthcareEducation

E UNITED GROUP

4 ADVANTAGES OF SALES SERVICE
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CERTIFICATES

OUR VISION & VALUE
To be a leading international steel enterprise by creating diversified products, attracting elite 
talent, and maximizing our strengths, we will continue to create the best value for our clients 
with our 

Yieh Corp. strives to deliver unparalleled value and cutting-edge solutions to our clients.
We are guided and motivated by the following 3 core values.

Specialized
Team

The Most Professional 
Channel, Information 

Technology, Management 

Exceptional
 Customer Service

Safety Data Sheet 
(SDS)

ISO 9001:2015 
Certificate

3 CORE VALUES

WHENEVER YOU NEED US,
WE’LL BE THERE.

We are reliable because we know the market, we are honest 
and truthful, and we keep our promises to our clients. Our 
clients’ success is our success. We provide our clients with 
the best-value products in an effort to grow their reputation 
within their industry.INTEGRITY

EFFICIENCY

We are committed to delivering total solutions in steel 
products, steel processing, logistics, and technical services 
to fulfill our clients’ requirements in the most efficient and 
cost-effective manner.

Our specialized team is dedicated to the high quality of our 
services and excellence in our work. Yieh Corp. prides itself 
on the professional relationships we build with all clients.

PROFESSION

CE Certificate

RoHS Report
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MANUFACTURING PROCESS

Hot Rolling Mill

C

H.R. Annealing & Pickling Line

NO.1 Hot Rolled Coil

Coil Preparation Line

Reheating Furnace

20-High Cold Rolling Mill

C

C.R. Annealing & Pickling Line

No.4/ No.8/
HL…

2D Cold Rolled Coil 

BA Cold Rolled Coil

NO.3/ NO.4/ HL
Cold Rolled Coil

Slitting StripGrinding & Polishing Line

Grinding & Polishing Line

Tension Levelling LineBright Annealing Line Skin Pass Mill

Skin Pass Tension Line

Alloy

Scrap

Electric Arc Furnace Converter Vacuum Oxygen
Decarburization

Slab Continuous Caster Stainless Steel Slab Slab Grinding Machine

Billet Continuous Caster Stainless Steel Billet

Hot Rolled Stainless Steel Plate

Hot Rolled Stainless Steel Coil

Batch Annealing Furnace

Polishing & Cutting

Cutting Sheet2B Cold Rolled Coil

RAW MATERIALS

ROLLING

IRON MAKING STEEL MAKING
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PRODUCT
NAME

PRODUCT
SPECIFICATION

Pre-Painted
Stainless Steel 

Coil/ Sheet

Stainless Steel
Cold Rolled Coil

Stainless Steel
Hot Rolled Coil

Stainless Steel
Strip

Stainless Steel
Plate

Stainless Steel
Sheet

Stainless Steel
Checker Plate

FOR REFERENCE

ASTM / ASME

UNS

S20100 201 SUS201 1.4372 201

AISI JIS DIN CNS

S20200 202 SUS202 1.4373 202

S20400 - - - -

S30100 301 SUS301 1.4310 301

S30400 304 SUS304 1.4301 304

S30403 304L - 1.4307 304L1

- - SUS304L - 304L2

S30409 304H - - -

S31600 316 SUS316 1.4401 316

S31603 316L - 1.4404 316L1

- - SUS316L - 316L2

S32100 321 SUS321 1.4541 321

S40910 - SUH409L 1.4512 SUH409L

S41003 - SUS410L - 410L

S41008 410S SUS410S - 410S

- - SUS420J1 1.4021 420J1

- - SUS420J2 1.4028 420J2

S43000 430 SUS430 1.4016 430

S43600 436 SUS436L 1.4513 436L

S44400 444 SUS444 1.4521 444

Other specifications are also available upon request.
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CHEMICAL COMPOSITION FOR REFERENCE

JIS SPECIFICATION
SPEC. JIS G4304 G4305 G4312

S20100 0.15 1.00 5.50~7.50 - N: 0.25 Max.0.060 0.030 3.50~5.50 -

S20200 0.15 1.00 7.50~10.00 - N: 0.25 Max.0.060 0.030 4.00~6.00 -

S20400 0.03 1.00 7.00~9.00 - N: 0.15~0.300.040 0.030 1.50~3.00 -

S30100 0.15 1.00 2.00 - N: 0.10 Max.0.045 0.030 6.00~8.00 -

S30103 0.03 1.00 2.00 - N: 0.20 Max.0.045 0.030 6.00~8.00 -

S30153 0.03 1.00 2.00 - N: 0.07~0.200.045 0.030 6.00~8.00 -

S30400 0.08 0.75 2.00 - N: 0.10 Max.0.045 0.030 8.00~11.00 -

S30403 0.03 0.75 2.00 - N: 0.10 Max.0.045 0.030 8.00~12.00 -

S30409 0.04~0.10 0.75 2.00 - -0.045 0.030 8.00~10.50 -

S30908 0.08 0.75 2.00 - -0.045 0.030 12.00~15.00 -

S31008 0.08 1.50 2.00 - -0.045 0.030 19.00~22.00 -

S31600 0.08 0.75 2.00 2.00~3.00 N: 0.10 Max.0.045 0.030 10.00~14.00 -

S31603 0.03 0.75 2.00 2.00~3.00 N: 0.10 Max.0.045 0.030 10.00~14.00 -

S31635 0.08 0.75 2.00 2.00~3.00 N: 0.10 Max.0.045 0.030 10.00~14.00 5(C+N)~0.70

S31700 0.08 0.75 2.00 3.00~4.00 N: 0.10 Max.0.045 0.030 11.00~15.00 -

S31703 0.03 0.75 2.00 3.00~4.00 N: 0.10 Max.0.045 0.030 11.00~15.00 -

S31803 0.03 1.00 2.00 2.50~3.50 N: 0.08~0.20.0.030 0.020 4.50~6.50 -

S32100 0.08 0.75 2.00 - N: 0.10 Max.0.045 0.030 9.00~12.00 5(C+N)~0.70

S40977 0.03 1.00 1.50 - N: 0.03 Max.0.040 0.015 0.30~1.00 -

S41000 0.08~0.15 1.00 1.00 - -0.040 0.030 0.75 -

S41003 0.03 1.00 1.50 - N: 0.03 Max.0.040 0.030 1.50 -

S43000 0.12 1.00 1.00 - -0.040 0.030 0.75 -

S43600 0.12 1.00 1.00 0.75~1.25 Nb: 5×C~0.800.040 0.030 - -

S43940 0.03 1.00 1.00 - Nb: [0.30+(3×C)] Min.0.040 0.015 - 0.10~0.60

S32202 0.03 1.00 2.00 0.45 N: 0.18~0.260.040 0.010 1.00~2.80 -

S32205 0.30 1.00 2.00 3.00~3.50 N: 0.14~0.200.030 0.020 4.50~6.50 -

S34700 0.08 0.75 2.00 - Nb: 10×C~1.000.045 0.030 9.00~13.00 -

C%
Max.

Si%
Max.

P%
Max.

S%
Max

Mn%
Max.

16.0~18.0

17.0~19.0

15.0~17.0

16.0~18.0

16.0~18.0

16.0~18.0

18.0~20.0

18.0~20.0

18.0~20.0

22.0~24.0

24.0~26.0

16.0~18.0

16.0~18.0

16.0~18.0

18.0~20.0

18.0~20.0

21.0~23.0

17.0~19.0

10.5~12.5

11.5~13.5

10.5~12.5

16.0~18.0

16.0~18.0

17.5~18.5

21.5~24.0

22.0~23.0

17.0~19.0

N: 0.03 Max.
Al: 0.15 Max.

Nb+Ti: [0.20+4(C+N)]~0.75
S43932 0.03 1.00 1.00 -0.040 0.030 0.50 -17.0~19.0

Cr%
Max.

Ni%
Max.

Mo%
Max.

Ti%
Max. Other%Steel

Grade

SUS201 0.15 1.00

SUS202 0.15 1.00

SUS301 0.15 1.00 -

SUS301L 0.03 1.00

SUS302B 0.15 2.00~3.00 -

SUS304 0.08 1.00 -

SUS304L 0.03 1.00 -

SUS305 0.12 1.00 -

SUH309 0.20 1.00 -

SUS309S 0.08 1.00 -

SUS310S 0.08 1.50 -

SUS316 0.08 1.00 -

SUS316L 0.03 1.00 -

SUS316Ti 0.08 1.00 -

SUS317 0.08 1.00 -

SUS317L 0.03 1.00 -

SUS321 0.08 1.00 -

SUS347 0.08 1.00

SUS403 0.05 0.05 -

SUS405 0.08 1.00

SUH409L 0.03 1.00 -

SUS410 0.15 1.00 -

SUS410L 0.03 1.00 -

SUS410S 0.08 1.00 -

SUS420J1 0.16~0.25 1.00 -

SUS420J2 0.26~0.40 1.00 -

SUS430 0.12 0.75 -

SUS430J1L 0.025 1.00

SUS444 0.025 1.00

SUS443J1 0.025 1.00

N: 0.25

N: 0.25

N: 0.20 Max.

Nb: 10×C Min.

Al: 0.10~0.30

N: 0.025 Max.
Cu: 0.30~0.80

Nb+Ti: 8(C+N)~0.80

N: 0.025 Max.
Nb+Ti: 8(C+N)~0.80

N: 0.025 Max.
Cu: 0.30~0.80

Nb+Ti: 8(C+N)~0.80

N: 0.025 Max.
Nb+Ti: 8(C+N)~0.80SUS436L 0.025 1.00

C%
Max.

Si%
Max.

5.50~7.50 16.00~18.00 -0.060 0.030 3.50~5.50 -

7.50~10.00 17.00~19.00 -0.060 0.030 4.00~6.00 -

2.00 16.00~18.00 -0.045 0.030 6.00~8.00 -

2.00 16.00~18.00 -0.045 0.030 6.00~8.00 -

2.00 17.00~19.00 -0.045 0.030 8.00~10.00 -

2.00 18.00~20.00 -0.045 0.030 8.00~10.50 -

2.00 18.00~20.00 -0.045 0.030 9.00~13.00 -

2.00 17.00~19.00 -0.045 0.030 10.50~13.00 -

2.00 22.00~24.00 -0.040 0.030 12.00~15.00 -

2.00 22.00~24.00 -0.045 0.030 12.00~15.00 -

2.00 24.00~26.00 -0.045 0.030 19.00~22.00 -

2.00 16.00~18.00 2.00~3.000.045 0.030 10.00~14.00 -

2.00 16.00~18.00 2.00~3.000.045 0.030 12.00~15.00 -

2.00 16.00~18.00 2.00~3.000.045 0.030 10.00~14.00 5×C Min.

2.00 18.00~20.00 3.00~4.000.045 0.030 11.00~15.00 -

2.00 18.00~20.00 3.00~4.000.045 0.030 11.00~15.00 -

2.00 17.00~19.00 -0.045 0.030 9.00~13.00 5×C Min.

2.00 17.00~19.00 -0.045 0.030 9.00~13.00 -

1.00 11.50~13.00 -0.040 0.030 0.60 -

1.00 11.50~14.50 -0.040 0.030 0.60 -

1.00 10.50~11.75 -0.040 0.030 0.60 6×C-0.75

1.00 11.50~13.50 -0.040 0.030 0.60 -

1.00 11.00~13.50 -0.040 0.030 0.60 -

1.00 11.50~13.50 -0.040 0.030 0.60 -

1.00 12.00~14.00 -0.040 0.030 0.60 -

1.00 12.00~14.00 -0.040 0.030 0.60 -

1.00 16.00~18.00 -0.040 0.030 0.60 -

1.00 16.00~20.00 -0.040 0.030 0.60 -

1.00 17.00~20.00 1.75~2.500.040 0.030 0.60 -

1.00 20.00~23.00 -0.040 0.030 0.60 -

1.00 16.00~19.00 0.75~1.500.040 0.030 0.60 -

P%
Max.

S%
Max

Mn%
Max.

Cr%
Max.

Ni%
Max.

Mo%
Max.

Ti%
Max. Other%Steel

Grade

ASTM SPECIFICATION
SPEC. ASTM A240

S44500
Nb: 10(C+N)~0.80

Cu: 0.30~0.60
N: 0.03 Max.

0.020 1.00 1.00 -0.040 0.012 0.60 -19.0~21.0

N: 0.035 Max.
Nb+Ti: [0.20+4(C+N)]~0.80S44400 0.025 1.00 1.00 1.75~2.500.040 0.030 1.00 -17.5~19.5

Ti+Nb: 8(C+N)~0.80
Cu: 0.30~0.80
N: 0.025 Max.

S44330 0.025 1.00 1.00 -0.040 0.030 - -20.0~23.0

Nb: [0.30+(9×C)]~0.90
N: 0.030 Max.S44100 0.03 1.00 1.00 -0.040 0.030 1.00 0.10~0.5017.5~19.5

N: 0.03 Max.
Nb: 0.17 Max.S40910 0.03 1.00 1.00 -0.040 0.020 0.50 6(C+N)~0.510.5~11.7

N: 0.20~0.25
Cu: 0.10~0.80S32101 0.04 1.00 4.00~6.00 0.10~0.800.040 0.030 1.35~1.70 -21.0~22.0
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MECHANICAL PROPERTY FOR REFERENCE

JIS SPECIFICATION
SPEC. JIS G4304 G4305 G4312

SUS430J1L 390 180°2009022205 1.0 time the 
thickness

SUS444 410 180°2309620245 1.0 time the 
thickness

SUS443J1 390 180°2009022205 1.0 time the 
thickness

SUS436L 410 180°2309620245 1.0 time the 
thickness

SUS430 420 180°2008822205 1.0 time the 
thickness

SUS410S 410 180°2008820205 1.0 time the 
thickness

SUS410L 360 180°2008822195 1.0 time the 
thickness

SUS410 440 180°2109320205 1.0 time the 
thickness

SUH409L 360 180°1758025175 0.5 t (t<8mm),
 1.0 t (t>8mm) 

SUS405 410 180°2008820175 0.5 t (t<8mm),
 1.0 t (t>8mm) 

SUS403 440 180°2109320205

SUS201 520 Not Required --10040275

SUS202 520 Not Required --9540275

SUS301 520 Not Required -2189540205

SUS301L 550 Not Required -2189545215

SUS302B 520 Not Required -2189540205

SUS304 520 Not Required -2009040205

SUS304L 480 Not Required -2009040175

SUS305 480 Not Required -2009040175

SUH309 560 Not Required -2109540205

SUS309S 520 Not Required -2009040205

SUS310S 520 Not Required -2009040205

SUS316 520 Not Required -2009040205

SUS316L 480 Not Required -2009040175

SUS316Ti 520 Not Required -2009040205

SUS317 520 Not Required -2009040205

SUS317L 480 Not Required -2009040175

SUS321 520 Not Required -2009040205

SUS347 520 Not Required -2009040205

SUS420J1 520 Not Required -2349718225

SUS420J2 540 Not Required -2479918225

1.0 time the 
thickness

N/mm2 Min.
Tensile 

Strength

N/mm2 Min.
Proof 

Strength

% Min.
Elongation

HRBW / HRBS, 
Max.

Hardness

HV, Max.
Hardness

Steel
Grade

ASTM SPECIFICATION
SPEC. ASTM A240

Bending
 Angle

Inside 
Radius

Bendability

S20100 515 Not Required2179540260

S20200 620 Not Required241-40260

S20400 655 Not Required24110035330

S30100 515 Not Required2179540205

S30103 550 Not Required24110045220

S30153 550 Not Required24110045240

S30400 515 Not Required2019240205

S30403 485 Not Required2019240170

S30409 515 Not Required2019240205

S30500 485 Not Required1838840170

S30908 515 Not Required2179540205

S31008 515 Not Required2179540205

S31600 515 Not Required2179540205

S31603 485 Not Required2179540170

S31635 515 Not Required2179540205

S31700 515 Not Required2179535205

S31703 515 Not Required2179540205

S31803 620 Not Required29331HRC25450

S32100 515 Not Required2179540205

700 Not Required29031HRC30530

S32101 t > 5.0mm 650 Not Required29031HRC30450

S32202 650 Not Required29031HRC30450

S32205 655 Not Required29331HRC25450

S34700 515 Not Required2019240205

S40910 380 180°1798820170

S40977 450 Not Required1808818280

S41000 450 180°2179620205

S41003 455 Not Required22320HRC18275

S43000 450 180°1838922205

S43600 450 180°-8922240

S43932 415 180°1838922205

S43940 430 Not Required1808818250

S44100 414 Not Required1909020241

S44330 390 Not Required1879022205

S44400 415 180°2179620275

S44500 427 180°-8322205

MPa, Min.
Tensile Strength

MPa, Min.
Proof Strength

% Min.
Elongation

HRBW, Min.
Hardness

HBW, Min.
Hardness

Steel
Grade Bending

Angle

Bendability

S32101 t     5.0mm
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AVAILABLE SIZE

Stainless Steel
Hot Rolled Coil

Stainless Steel
Cold Rolled Coil

Stainless Steel
Strip

Width

Thickness

16~600mm

2.5~10.0 mm

Hot Rolled Strip

Width

Thickness

4~600mm

0.1~3.0 mm

Cold Rolled Strip

Stainless Steel
Plate

304 No.1

Thickness

Length

Width

Thickness

Length

1219, 1250, 1500, 1524, 1800, 
2000 mm, other width according 
to customer's request

3.0~10.0mm

As request

Width 1219, 1250, 1500, 1524, 1800, 
2000 mm, other width according
to customer's request

2.0~6.0mm

As request

304 2B/ 2D

Stainless Steel
Checker Plate

Stainless Steel
Pre-Painted
Coil/ Sheet

Width

Thickness

130~1524 mm

 0.4~3.0 mm

Stainless Steel
Sheet

Width

Thickness

Length

914, 1219, 1524,
1800, 2000 mm

15.0~85.0mm 

3048, 6069 mm,
10M, 12M

Standard

Width

Thickness

Length

20~2500 mm

3.0~60.0mm

As request

Width

Thickness

Inner Diameter

610~2000 mm 

1.2~16.0mm

610+0/-5 mm

Customized

Width

Thickness

Inner Diameter

610~2000 mm 

0.3~6.0 mm

610 or 508 +0/-5 mm

Width

Thickness

Length

600~2000 mm

0.1~3.0 mm

As request 
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Coil/ Strip
No.1, 2B, 2D, BA, No.4, No.5,
No.8, HL, SB, Ti-Coating,
Embossed

Sheet
No.1, 2B, BA, No.4, No.5,
No.8, HL, Etching, SB,
Ti-Coating, Embossed

Plate
No.1,
Checker Plate

APPLICATIONDEFINITION

Those finished by heat treatment and 
pickling or other processes alike after hot 
rolling.

Those finished, after cold rolling, by heat 
treatment, pickling, or other equivalent 
treatment, and lastly by cold rolling to 
give an appropriate luster.

Those finished by cold rolling, annealing, 
and pickling, without final polishing, with 
a non-reflective, smooth, and dull 
surface.

Those processed with bright heat 
treatment after cold rolling.

Those finished by polishing with No.150 
to No.180 abrasives specified in JIS 
R6001.

Also known as satin or brushed finish, 
those featuring a matte, non-reflective 
look with fine parallel lines.

Chemical tank
Pipe

Medical equipment
Food industry
Construction materials
Kitchen utensils

Industrial equipment
Roofing materials
Structural components

Kitchen utensils
Electric equipment
Building construction

Kitchen utensils
Building construction
Medical equipment

Architectural design
Decorative structures

SURFACE FINISH APPLICATION

Home appliances
Elevator panels
Kitchen applications
Automotive trim

Building construction panels
Elevator
Interior decoration

Trailer beds
Ramps
Stair treads

Building construction

Building architectural panels
Elevator
Interior decoration
Window frames
Curtain walls
Kitchen furniture

No.1

SURFACE FINISH

2B

2D

BA 

No.4

No.5

Building decoration
Artistry

Exhibition floor
Restaurant wall

Scotch Brite

Etching

HL

Checker Plate

No.8 (Mirror)

Ti-Coating

Embossed Pattern

DEFINITION

The etched technique is utilized to create 
unique patterns or designs on metal 
surfaces. The depth of the grooved surface 
can be made by machine, depending on 
the different etching. 

Those finished by polishing so as to give 
continuous polishing streaks by using an 
abrasive of suitable grain size.

Checker plate, also called diamond plate or 
tear plate, is a plate with a regular pattern of 
raised diamonds or lines on one side, with 
the reverse side being smooth.

Using very fine abrasive polish and buff to 
produce a sheet with a bright, mirror-like 
surface.

The Ti-coating technique is a booming 
technology that transfers from aerospace 
technology, applying the principle of ion 
exchange to adhere titanium ions onto the 
material surface under vacuum and 
high-temperature conditions. 

The embossed sheet is available in a variety 
of patterns produced with different tooling 
methods. These include flat, round, 
semi-round, and square indentations, as 
well as diamond, pyramid, and various 
custom designs.

Scotch Brite finishes feature a unidirectional 
texture and uniform grain, resulting in a soft 
matte appearance with low reflectivity.

SURFACE FINISH
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APPLICATION
OF STAINLESS STEEL

Hot Rolled Coil
Cold Rolled Coil
Strip
Pre-Painted

Plate
Sheet
Checker Plate

Transportation

Truck Flooring

Electronic Products

Automotive

Architectural Industries

Chemical Industries

Heavy Machinery And Equipment

Medical Device

Medical & Pharmaceutical Equipment

Food Processing Industries

Household Appliance

Art Works
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Required Information in Firm Enquiry

INFORMATION EXAMPLEITEM

PACKAGING
AND LABELING

ORDERING
INFORMATION 

Yieh Corp. values details of packaging with mill’s standard or customer’s request to avoid 
unexpected damage during delivery. Similarly, each product has its shipping mark on the 
external packing for identification and inspection more conveniently. 

Labeling

Product: STAINLESS STEEL COLD ROLLED COILS

Size: 0.6mm x 750mm x Coil

N.W.: 2525 KGS G.W.: 2596 KGS

Steel Grade: AISI 304

Surface Finish: 2B

Edge: Mill Edge

Invoice No. YC2025123456789

Made in Taiwan

YIEH CORP.

Long Beach U.S.

Made in Taiwan

Packing & Marking

Stainless Steel HRC/ CRC

Thickness × Width × Length (Coil)

ASTM A240, S30400
JIS G4305, SUS304

No.1, 2B, BA, No.4, No.8 (Mirror), 
Etching, HL, Ti-coating

Specific Quantity per each size

508 mm, 610 mm, 760 mm

Mill Edge/ Slit Edge

Sheet Packing, Coiling Packing

Car, Ship, Train, Construction,
General Engineering

Paper interleaved, PE film, Laser film

Chemical Composition,
Mechanical Properties,
Dimensional Tolerance

Stainless Steel
Cold Rolled Coils

2.0mm × 1219 mm × C

JIS G4305, SUS304

2B

20 MT

610 mm 

Slit Edge

Coiling Packing

General Engineering

Paper interleaved

Ni > 8.5%
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Strip/ Foil/ Coil

Metal protective ring
Waterproof wrapping paper
Buckle
Metal band 
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Waterproof wrapping paper
Buckle
Metal band
Wooden pallet
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Sheet/ Plate
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Innovation for a Sustainable,
Low-Carbon Future.


